
(20)

61
2

REF

3

(2)
(1)

3/8

WATERPROOF
MEMBRANE

(BY OTHERS)
2" THICK
INSULATION
BOARD
(BY OTHERS)

X=

FLATTENED
EXPANDED METAL

#8 PAN HD. SHT. MTL.
@12" CENTERS (TYP.)

LOWER FLASHING
FIELD INSTALLED
TO WOOD NAILER

UPPER FLASHING
TO BE TRIMMED AT

FACTORY TO ALLOW FOR
LOCK DOWN ANGLES.

7 1/2

2X2 NOMINAL
PRESSURE TREATED
WOOD NAILER
ALL AROUND CURB

SLOTTED LOCK DOWN ANGLE
FIELD WELDED TO UNIT OVERHANG.

8

3"X2"X1/4" HOLD DOWN ANGLE
AT EACH POCKET LOCATION.
(SHIPPED LOOSE)

(3)
(2)

LEVEL CONCRETE PAD

61

(2) 1/2" ANCHORS
(PER CALCULATION)

(BY OTHERS)

1
2" BOLT TIGHTENED AFTER

WELDING UNIT & WASHER

TACK
WELD

GROUT AS REQ'D. (SUPPLIED & INSTALLED BY OTHERS)
1/4" MAX. DIFFERENCE CAN BE TOLERATED.

OPTIONAL
ACOUSTICAL
PACKAGE

GYPSUM BOARD
BY OTHERS

GASKET,
FIELD INSTALLED
SHIPPED LOOSE

EQUIPMENT

1.2144

(20)

61
2

REF

3

ROOF DECK

ROOF
INSULATION

(BY OTHERS)

OPTIONAL
CANT STRIP

(BY OTHERS)

WATERPROOF
MEMBRANE

(BY OTHERS)2" THICK
INSULATION
BOARD
(BY OTHERS)

X=

FLATTENED
EXPANDED METAL

#8 PAN HD. SHT. MTL.
@12" CENTERS (TYP.)

LOWER FLASHING
FIELD INSTALLED
TO WOOD NAILER

UPPER FLASHING
TO BE TRIMMED AT

FACTORY TO ALLOW FOR
LOCK DOWN ANGLES.7 1/2

2X2 NOMINAL
PRESSURE TREATED
WOOD NAILER
ALL AROUND CURB

SLOTTED LOCK DOWN ANGLE
FIELD WELDED TO UNIT OVERHANG.

(1)

(2)

TS 3 x 2 x 1/4 - 6" LG MAX.
SEISMIC LEVELING CONNECTION
AT EACH POCKET LOCATION.
(SUPPLIED & INSTALLED BY OTHERS)

(3)

3/8

EQUIPMENT

1
2" BOLT TIGHTENED AFTER

WELDING UNIT & WASHER

TACK
WELD

OPTIONAL
ACOUSTICAL
PACKAGE

GYPSUM BOARD
BY OTHERS

12" WIDE RUBBER GASKET TO ENCLOSE
ENTIRE OUTSIDE OF CURB AS SHOWN.
OVERLAP SEAMS AT LEAST 4".

GASKET,
FIELD INSTALLED
SHIPPED LOOSE

1.2144

PROPRIETARY:  EXCEPT AS OTHERWISE AGREED IN WRITING, THE INFORMATION AND DESIGN DISCLOSED HEREIN ARE THE PROPERTY OF THE VMC GROUP AND MUST NOT BE COPIED OR DISTRIBUTED OUTSIDE THE VMC GROUP EXCEPT TO
AUTHORIZED PERSONS WITH A GENUINE NEED TO KNOW WHO BY THE USE HEREOF ACKNOWLEDGE THE VMC GROUP'S OWNERSHIP AND AGREE TO MAINTAIN THIS INFORMATION AND DESIGN IN STRICT  CONFIDENCE.

MODEL P-6100 / P-6200
ISOLATED

SEISMIC/WIND RESTRAINT
ROOF CURB

DETAILS & SECTIONS

NOTE: PLEASE CONFIRM AND/OR SELECT MOUNTING CONDITIONS OF CURB:
ATTACHED TO STEEL OR CONCRETE AT ROOF (DEFAULT  TO STEEL).

CONCRETE ATTACHMENT

STEEL ATTACHMENT

NOTE: DIMENSION "X" MUST BE
SUPPLIED PRIOR TO FABRICATION

NOTE: DIMENSION "X" MUST BE
SUPPLIED PRIOR TO FABRICATION

Bloomingdale, NJ 07403
Houston, TX 77041
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SHEET:

DRAWING NO.:

SCALE :

NONECERT
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2
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ROOF DECK

ROOF
INSULATION

(BY OTHERS)

OPTIONAL
CANT STRIP

(BY OTHERS)

WATERPROOF
MEMBRANE

(BY OTHERS)2" THICK
INSULATION
BOARD
(BY OTHERS)

X=

FLATTENED
EXPANDED METAL

#8 PAN HD. SHT. MTL.
@12" CENTERS (TYP.)

LOWER FLASHING
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PRESSURE TREATED
WOOD NAILER
ALL AROUND CURB

SLOTTED LOCK DOWN ANGLE
FIELD WELDED TO UNIT OVERHANG.

(1)

(2)

TS 3 x 2 x 1/4 - 6" LG MAX.
SEISMIC LEVELING CONNECTION
AT EACH POCKET LOCATION.
(SUPPLIED & INSTALLED BY OTHERS)

(3)

3/8

EQUIPMENT

1
2" BOLT TIGHTENED AFTER

WELDING UNIT & WASHER

TACK
WELD

OPTIONAL
ACOUSTICAL
PACKAGE

GYPSUM BOARD
BY OTHERS

12" WIDE RUBBER GASKET TO ENCLOSE
ENTIRE OUTSIDE OF CURB AS SHOWN.
OVERLAP SEAMS AT LEAST 4".

GASKET,
FIELD INSTALLED
SHIPPED LOOSE

1.2144

OTHER MATERIALS, COMPOUNDS, OR FINISHES WITH EQUAL OR SUPERIOR
PROPERTIES MAY BE SUBSTITUTED AS THEY BECOME AVAILABLE.

PROPRIETARY:  EXCEPT AS OTHERWISE AGREED IN WRITING, THE INFORMATION AND DESIGN DISCLOSED HEREIN ARE THE PROPERTY OF THE VMC GROUP AND MUST NOT BE COPIED OR DISTRIBUTED OUTSIDE THE VMC GROUP EXCEPT TO AUTHORIZED PERSONS WITH A GENUINE NEED TO KNOW
WHO BY THE USE HEREOF ACKNOWLEDGE THE VMC GROUP'S OWNERSHIP AND AGREE TO MAINTAIN THIS INFORMATION AND DESIGN IN STRICT CONFIDENCE.

MODEL P-6100 / P-6200 ISOLATED
SEISMIC / WIND RESTRAINT

ROOF CURB DETAILS AND SECTIONS
STEEL ATTACHMENT
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TACK
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OTHER MATERIALS, COMPOUNDS, OR FINISHES WITH EQUAL OR SUPERIOR
PROPERTIES MAY BE SUBSTITUTED AS THEY BECOME AVAILABLE.

PROPRIETARY:  EXCEPT AS OTHERWISE AGREED IN WRITING, THE INFORMATION AND DESIGN DISCLOSED HEREIN ARE THE PROPERTY OF THE VMC GROUP AND MUST NOT BE COPIED OR DISTRIBUTED OUTSIDE THE VMC GROUP EXCEPT TO AUTHORIZED PERSONS WITH A GENUINE NEED TO KNOW
WHO BY THE USE HEREOF ACKNOWLEDGE THE VMC GROUP'S OWNERSHIP AND AGREE TO MAINTAIN THIS INFORMATION AND DESIGN IN STRICT CONFIDENCE.
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