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ELEVATION SECTION

ELEVATION SECTION

GALVANIZED (TOP ONLY)

TS 4 X 3 X 11 GA

TS 4 X 3 X 11 GA (.120)

LOWER TUBE FRAME

GALVANIZED (TOP ONLY)

TS 4 X 3 X 11 GA (.120)

TS 4 X 3 X 11 GA

PROPRIETARY: EXCEPT AS OTHERWISE AGREED IN WRITING, THE INFORMATION AND DESIGN DISCLOSED HEREIN ARE THE PROPERTY OF THE VMC GROUP AND MUST NOT BE COPIED OR DISTRIBUTED OUTSIDE THE VMC GROUP EXCEPT TO
AUTHORIZED PERSONS WITH A GENUINE NEED TO KNOW WHO BY THE USE HEREOF ACKNOWLEDGE THE VMC GROUP'S OWNERSHIP AND AGREE TO MAINTAIN THIS INFORMATION AND DESIGN IN STRICT CONFIDENCE.

MODEL R-7000
NON-ISOLATED
SEISMIC WIND

RESTRAINT RAIL
DETAILS & SECTIONS

NOTE: PLEASE CONFIRM AND/OR SELECT MOUNTING CONDITIONS OF CURB:
ATTACHED TO STEEL OR CONCRETE AT ROOF (DEFAULT TO STEEL).

CONCRETE ATTACHMENT

STEEL ATTACHMENT

Bloomingdale, NJ 07403
Houston, TX 77041SALES ORDER:

CUSTOMER P.O.:
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JOB NAME:
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SHEET:
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SCALE :
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